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REV. ECN NO. DATE SIGN DESCRIPTION

C LE31490113 2014-08-26 Feng-Li Change Nut and Gasket

D LEN1810063 2017-11-29 Jalam Change The Tolerance

ITEM NAME Description Spec QTY

1 ANA00010815 RJ45 HOUSING,PCB_F,D_T_WPNYLON+25%GF,FR50,TM12102A,BK1

2 zse00104061.asm PCB WITH 90JACK HALF FINISHEDZSE00103479+APJ00010008/005+J1

3 DGA00010115 GASKET,SQUARE,SILI,DGRAY,70Φ25.20XΦ31.00XH00.85,N1

4 ANA00010057 SCREW NUT NYLON+25%GF,94V-0,BK,LTW-TM1271

Note:

*    Important Dimension

* Waterproof Rate : IP67 Unmated

* Housing : Nylon+GF,BLACK

* Screw Nut : Nylon+GF,BLACK

* Gasket : Silicone,Gray

* PCB: FR-4

* Jack : PBT Polyester,BLACK

* Use with waterproof cap or dust cap for

  Panel Thickness Max: 1.3mm

* Use without waterproof cap or dust cap for

  Panel Thickness Max: 2.5mm

* Screw torsion value range: 8~15kgf-cm 

Housing

PCB RJ Jack

Gasket

Screw Nut

1

2

4

1"-20 UNEF

PIN8

PIN1

PIN 1PIN 8

QC

2017-11-29
CONFIDENTIAL

R&D DEPT.

A TL W

QC
C

C

C

C

C

D

D

3

Panel Cut-outRecommended

Rear View

LT0132
20180112


	頁面 1
	視圖
	new_view_2
	new_view_3
	右邊_4
	頂部_5
	左邊_6



